




Safety and Regulatory Information
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To prevent fire or shock hazard, do not expose live components to rain or moisture�  
Dangerously high voltages are present inside the unit�  Do not disassemble the unit�  
Refer servicing to qualified personnel only�

This equipment is not intended for use in critical applications where its failure 
to operate would create immediate life threatening circumstances�  Applications 
including, but not limited to, nuclear reactor control, aerospace navigation systems 
and life support systems are not appropriate for this product�

This product is intended to be mounted in a suitable cabinet or other enclosure�  
The NEMA 4, 4X, or 12 ratings are applicable only when properly installed in a like 
rated enclosure�

To be covered by UL 60950 3rd Edition, the socket-outlet shall be installed near the 
equipment and shall be easily accessible�

FCC Notice

Safety and Regulatory Information

WARNING!!
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Mechanical Drawings

Front and Side Views

Bottom View

332.8 mm
(13.10")

7.1 mm
(0.28")

398.8 mm
(15.70")

482.6 mm
(19.00")

376 mm
(14.8")

301 mm
(11.9")

61.6 mm
(2.43")

409.8 mm
(16.14")

482.6 mm
(19.00")

7.1 mm
(0.28")

(Design to maximum depth
of 69.0 mm to ensure future
compatibility with later revisions
and replacement units.)







http://www.HopeIndustrial.com/Touchscreen_Drivers.htm
















Video Settings

16    ML19E User Manual, February 2011

Input Select Menu

Contrast / Brightness 
Menu Description

Contrast

Brightness

Contrast / Brightness Menu

Auto Image Adjust Menu

NOTE:
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Color Adjust Menu

Color Adjust Menu Description

sRGB

NOTE:  

9300K

6500K

5400K

User Color
1�   
2� 

NOTE:  





Video Settings
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Setup Menu Description

Language Select

Resolution Notice

OSD Position

OSD Timeout

OSD Background

Setup Menu

Memory Recall Menu

NOTE:









http://www.HopeIndustrial.com/Touchscreen_Drivers.htm
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Warranty Statement

Who is Covered?

What Does This Warranty Cover and What is the Period of Coverage?

What Will We Do to Correct Problems and How Do You Get Service?

What Does This Warranty Not Cover?

mailto:support%40HopeIndustrial.com?subject=Warranty%20Service%20Request


mailto:sales%40HopeIndustrial.com?subject=Sales%20Question
mailto:support%40HopeIndustrial.com?subject=Support%20and%20Returns%20Question
mailto:accounting%40HopeIndustrial.com?subject=Inquiry
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